Master Fade-Out Auto-mixing Step-by-Step:                       By Karl Lakestone on VSP
· Hold SHIFT and press AUTOMIX. In the AUTOMIX setup dialog, unclick PAN, and set the MASTER to RECORD. All other items should be at IGNORE status. Close this dialog. 

· Go to the start of your song, or a second before the start. Hold SHIFT and press the Tr17-24 FX RET/MASTER EDIT button. Make sure the Master Fader is set to Unity. Close the Master Edit dialog. 

· Hold REC and press AUTOMIX to enable Auto-mix Recording. Hold AUTOMIX and press TAP to take a SNAPSHOT of the Master fader at Unity to start the song. 

· Move to where you want the Fade-Out to begin. Press IN and take another SNAPSHOT (both needed for the Gradation process) 

· Move to where you want the Fade-Out to end, move the Master Fader to Infinity (OFF). Press OUT, and take another SNAPSHOT (again both for the Gradation process). 

· Choose the UTILITY->AUTOMIX EDIT menu item. Notice how the Playlist Area changes to darker colors, indicating AUTOMIX EDIT mode. 

· Above the list of track names, choose MASTER from the first drop-down list, and LEVEL from the second. A single track should become visible in the playlist area, this is your Master Automation track. You should be able to see both your IN and OUT points on the screen. 

· Press F3 to SELECT the area between IN and OUT. The area becomes highlighted. 

· Press the yellow GRADATION button, located very close to the WAV DISP button. You should see the fade out represented on the screen.


Make sure to set the Master back to Auto-mix PLAY mode to test your work.

By: Lakestone Karl on VSPlanet.com
AUTOMIX Volume and Pan on a Track or Tracks

1) At the top of the HOME screen under the date there is a [A] button. Click on it to turn on AUTOMIX. It will turn YELLOW and so will all the track’s smaller [A]’s next to the mute and solo buttons on screen. The CH-Edit buttons will turn YELLOW as well.
2) Now click on the track or track’s YELLOW [A]’s to turn them RED to ARM them to record auto-mix data. *(Red for record, Yellow for ignore & green to play).

3) Now back at the top of the screen click on the black dot record button next to the [A] auto-mix button and turn the black dot RED for RECORD.

4) Now you’re ready to record auto-mix on the tracks you have the smaller [A]’s set to RED. PRESS the PLAY button on the VS and record your VOLUME/Fader  or PAN/knob movements and when you are done PRESS the STOP button on the VS. Then ZERO/Store button to return to the front of the project.
5) Now click on the track’s smaller [A] or [A]’s to turn them GREEN for PLAY and you can now PRESS the PLAY button on the VS and see the Volume and/or Pan knobs move.

· Notes: There is an UNDO arrow to the right of the auto-mix record button so if you don’t like what you recorded you click it and start over.

· Also, under UTILITY> AUTOMIX SETUP>> you will see that the Volume and Pan are checked by default, you also have several other items you can check mark for recording auto-mix with ie EQ, Mute, Aux Sends etc...
· Even though all tracks you did not record data to have their [A]’s yellow, don’t worry, this means that track is to ignore auto-mix data.

· To turn off all auto-mix yellow button you click on the top [A] button that is YELLOW and it will go gray and all the smaller track [A]’s will go off.

By Frank Griffith

VS AUTO-MIX

Auto-mix automation is a pretty easy feature to use on the VS. You can use different actions to perform on all tracks or just one or a few at a time. You can use auto-mix to record all of your fader movements and other changes you make with your tracks to have a hands free mixing when recording your masters.

Auto-Mix Panning

OK, let's Auto-mix Track1 from L63 to R63, starting at 10seconds and ending at 15seconds (short song).....

Place locators or markers on or at 10 and 15 seconds, so we can get there quickly and accurately.

First, let's limit our work to the PAN settings. Hold SHIFT and press AUTOMIX, then make sure only PAN/Bal is selected in the WRITING PARAMETER. Set the AFTERPUNCHOUT to "KEEP". Close this screen.

Now turn Auto-mix ON by pressing the AUTOMIX button. Place Track1 into AUTOMIXRECORD by holding AUTOMIX and pressing Track1's CH.EDIT button, turning it red.

Now let's switch to AUTOMIX EDIT mode, under the UTILITY menu. 

Just above the Track Names, there are two drop-down menus, SECT and PRM. Set SECT to TRACK MIXER, and PRM to PAN.

OK, so Track1 is going to start on the left, so go to the start of the song (ZERO), set Track1's PAN to L63. Hold AUTOMIX and press RECORD, or simply click on the AUTOMIX RECORD ICON on the VGA monitor, to put the 2480 in “Auto-mix Record Mode”. Now take a SNAPSHOT of Track1's PAN setting by either clicking on the icon or holding AUTOMIX and pressing TAP.

Now, let's locate to 10seconds, where the pan will start. Once again we need to take a snapshot at the beginning of the PAN activity. We should still be in “Auto-mix-Record-Mode”, so take another snapshot. While we are here, press IN to denote the start of the PAN activity to be automated.

Now locate to 15seconds, the end of the PAN. Set Track1's PAN setting to R63, and take another snapshot. Also press OUT to mark the e nd of the PAN activity.

OK, now to invoke the magic.....

Make sure that Track1's play list area is highlighted. Press F3 to SELECT the area between IN and OUT on Track1's Auto-mix Edit display. Now press the GRADATION button (above the WAVE DISP), and select linear..., Now you have automatic panning!

Remember to set Track1 back to Auto-mix PLAY mode to audition the edit.
By Karl on VSP

VS Gradual Fade Out Automix

Like Mark sats, the "missing info" is that there MUST be a Automix Event at the *exact* START and END points of the area to which the gradation is to be applied.

I use IN and OUT instead of Markers. The IN and OUT both NEED to be there for the gradation to work, anyway.

Set IN to the start of the fade. Set OUT to the end of the fade. Hold SHIFT, press IN to return to the IN Point. Take a snapshot of the Master at Unity. Hold-SHIFT, press OUT to return to the OUT point. Take a snapshot of the Master at Infinity. Press F3 to select the area between IN and OUT. Apply the gradation.

Takes longer to type it than to do it!
LakeStone Karl on VSP
With a GROUP, you only need to automate ONE member of the grup, and they will all follow.

Gigpig, GROUPS work proportionally, no worries about starting at different levels, they will all reach "infinity" at the same time.

To use the GRADATION feature, 

1) Set the IN Point where you want the fade to start, and the OUT point where you want the fade to end. 

2) Hold SHIFT, press IN, to return to the IN point. Take an AUTOMIX SNAPSHOT of the track(s) you wish to fade.

3) Hold SHIFT, press OUT, to return to the OUT point. Move the desired Faders to Infinity. Take an AUTOMIX SNAPSHOT of the track(s) you wish to fade.

4) Invoke the AUTOMIX EDIT screen, use you cursor to move to the desired track(s) and press F3 to select each track you wish to automate. The area between IN and OUT should become highlighted as each track is selected.

5) Press the GRADATION button, select your slope (Exponention at the beginning, Linear, or Exponential at the End), press OK, and the 2480 draws nice smooth transitions for you.
And another way to perform a gradation from Karl....

1)Invoke AUTOMIX EDIT. Set the TARGET if required.

2) Go to where you want the fadeout to start. Press IN.

3) Go to where you want the fadeout to end, Press OUT.

4) Hold SHIFT and press IN to return to the Start Point. TAKE A SNAPSHOT!!

5) Hold SHIFT and press OUT to return to the End Point. TAKE A SNAPSHOT!!

6) Press F3 to SELECT the REGION. The GRADATION button should now be illuminated.

7) Press the GRADATION button. 
For me, taking the snapshots AFTER setting the IN and OUT points is the Magic Ingredient
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