VS “PRM EDIT” Button                 



By Frank Griffith
Any time you are working with Dynamics & EQ Parameters, there is a little feature that can come in handy if you do not like using the mouse to adjust the Dynamics & EQ settings. Any time you select a CH-Edit button for a TRACK or INPUT then return to the home page, to the left of the virtual PAN knobs on the screen is displayed what fader button has been selected, such as FADER and “TR 1-16” with a green line below it. PRESS TR 1-16 fader button above the red master fader to see this, just below that should be the last CH-Edit button selected, press TRACK # 1’s CH-Edit button and below the TR 1-16 should be CH and “TR 1” for Track # 1’s CH-Edit selection. PRESS Track # 1’s CH-Edit button again. CH and TR 1 stays there. What is significant about this is this… 

Too the right end of the PAN knobs on top of the VS2480 is a button labeled “PRM EDIT.” PRESS “PRM EDIT,” it’ll light up RED and watch what happens to the virtual PAN knob display. It changes to show you all of the Compression Dynamics and EQ Parameter settings for that TRACK # 1. 
The PAN knobs on the VS are now knobs to adjust all of the parameters for the Dynamics and EQ of that track. To change it to another TRACK’s parameters, press any TRACK’s CH-Edit button once for the CH-Edit screen or twice just to use the knobs without the CH-Edit screen. 
To show an INPUTS Dynamics and EQ parameters while tracking, PRESS the fader button IN 1-16, then the CH-Edit button of the INPUT you want and then PRESS the fader button “TR 1-16.” Notice that the display to the right of the virtual PAN knobs on your VGA is displaying the “IN #” you selected and the Dynamics and EQ parameters for that INPUT are still there. 
To get back to the PAN knobs just press the “PRM EDIT” button again and the red light goes off. When working with mixing tracks you can PRESS the PRM EDIT button then double press any tracks CH-Edit button twice to see its Dynamics and EQ parameters for fast and easy adjustments.
You can also assign the PAN knobs to be AUX Send 1-8 knobs and other functions but you’ll have to see your manual for more on that. I find it a bit more confusing to do more than use it for Dynamics and EQ parameters.
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