VS BkUPFmtRcvy
*If you have an OS above 2.009 then it is not necessary to Format/Initialize the hard drive in your VS after updating to a higher version!

BACKUPS (Formatting & Recovering Projects)          By Frank Griffith

It’s best to click on PROJECT> Project List> and add up the mega bites of each Project on the list. To the right of each project title are the mega bites (MB) size of the project and a date below that. Group them into numbers that add up to less than 700MB, closer to 600MBs to be safe. So you can fit them on the 700MB CD-R or RWs. Usually 4 or 5 songs per CD-RW or CD-R are enough. Once you have done this you know which ones to check mark for each backup to the CDs. Insert a blank CD-R or RW. It’s important to note here that VS backups will only be able to be recovered on a VS machine. Most older model VS machines, 880, 1680 etc. backups can be recovered in VS2480s. My point is, VS backups are not an audio format or data file that can be used in a PC. DVD models use only DVD-R disc.
Check Mark the first group of PROJECTS to BACKUP to CD. There are little empty boxes to the left of each project, click in them with your left mouse button to place a check mark. Do this for each one you want to backup to the CD. Then select PAGE ¾, bottom left of window, and click on “F1 BACKUP”. Click on it. Answer YES to the prompts and another window opens. In this window, select MAX Speed, check mark VERIFY  and click “OK” to burn the Backup disk. 
5 songs will take about 20 minutes then it EJECTS the disk. Then you can repeat the process for each group of songs to backup to each disk. It’s always a good idea to perform a test RECOVER of a project to be sure the data is there. You do have to recover at least one project to do this, you can’t cancel a RECOVER but you can select another drive using the “F” buttons in the Recover window. 
Also, each time a project is recovered it is date/time stamped just like saving a project. This means that the projects you do test recover will have a current date/time stamp in the project list so you can tell them a part from the original song on the list. Just as long as you see the VS recover a project/song from the backup disk without giving you the “Operation Failed” message, you project/song recovered and the backup disk is good. See “Recovering Projects” below for step by step info on how to do this.
Note: If you have an UPDATE, do it at this time.
FORMATTING THE HARD DRIVE

Usually when backups are done you can FORMAT the hard drive. Go to PROJECT> PROJECT LIST> click on the scroll bar’s arrows to get to the  IDE:0 Drive to place the rectangular box around it and at the bottom of the window select PAGE 4/4 and click on “F2 FmtDrv” to open the Format window.

In this window select 10GB for Partition size then select PHYSICAL FORMAT ON, (Quick Scan For new HDs) and SURFACE SCAN ON to reformat. Next click OK to begin the formatting process. This will take about 6 ½ hours for an 80GB Hard Drive and 13 hours for a 120BG Hard drive. Most do this at night so it’ll be done during down time. You can tell it’s finished when it loads a “IntProject 001” when it is done. You can RENAME this one and use it or ERASE it. All of your old projects will be erased and this will be the only project showing in Project> Project List> until you recover them from the backup disk.
RENAME PROJECT. To RENAME it just click on PROJECT> NAME> and type in a new name in the NEW PROJECT’s window.  
ERASE a PROJECT just select PROJECT> PROJECT LIST> and CHECK MARK the PROJECT to ERASE. Then select PAGE 2/4 and click on”F2 ERASE” and answer YES to the prompts. The project will be erased.
RECOVERING PROJECTS

Click on PROJECT> PROJECT LIST>in this window click on the scroll bar’s down arrow (right side of list) to move the rectangular box around “SCSI:  CD-RW  [---.-MB/---.-MB]” this will select the built in CD-RW drive, now INSERT the BACKUP disk of PROJECTS and click “F5 LIST” at the bottom of this window.  Answer YES to the prompts. A new window opens listing the PROJECTS on the disk. Check Mark the ones to RECOVER from the list by click on the empty box to the right of the song’s titles, when all of the projects you want to RECOVER have been check marked, click PAGE until you see “PAGE ¾” and then click “F2 RECOVER.” A Recover window opens and click “F5 OK” to begin recovery. This takes about ¼ the time it did to back them up. Once you LIST the projects on a disk, recover at least one to test recovering projects. You can back out of this operation without recovering a project by scrolling the rectangular box up to and around another drive, I select IDE:0 where my projects are and click “F6 LIST”, it’ll ask you if you’re sure you want to change to that drive, click YES and it’ll scan the IDE:0 drive for a bit and then LIST your projects. Then you can check mark a project and click on “F1 Select” and it’ll scan and load that project. Once the project is loaded you can PRESS the Eject button and eject your backup disk. OR If you want you can recover a song and then go to project list and ERASE it as explained above RECOVERING PROJECTS.
*These instructions are a bit brief but they are easy enough to figure out. Just think logically about what you need to do with the VS and usually you can get the job done.
FORMATTING EXTERNAL SCSI DRIVE 

Go to Project> Project List> select Page 4/4> Find “F2 FmtDrv” and select Partition Size: 10GB, 

Physical Format: On,

Surface scan: On and OK. 

It’ll take about 6 ½ hours for 80GB and double that for 120GB.

FORMAT A NEW HARD DRIVE

Once it’s physically installed, turn the VS on and watch the small 3” x 4” LCD on the VS and answer the prompts using the ENTER/EXIT buttons, “F” buttons under the screen, the cursors to change box selections and the jog wheel to highlight the selections. You can do a “Quick” format with a new hard drive but it’s recommended to do the following: 
First you’ll see “Formatted Drive Not Found, Force Initialize?

Press ENTER for YES then you select 10GB partitions, cursor down to Jog to highlight “Physical: ON”, then cursor over to select “Surface Scan: ON” then “F5” for [OK]. Next you have to “F button” for [SelDrv] to get to the next screen and Select Drive IDE 0. It becomes logical as you do it and finally you select “OK” and it’ll ask you twice if you want to do Format, answer “YES.” These instructions are brief but I added them from memory. It’ll take about 6 ½ hours for 80GB and appx double that for 120GB.

Brands: Seagate, Western Digital, Maxtor & IBM

Specs: 40, 80 0r 120GB, 7200RPM, 8MB Cache/Buffer, ATA/100 or 133 interface (NO SATA). I had to remove the master/slave jumper off of the hard drive before the VS would format mine and work. Important: Find a hard drive with average seek times less than 10ms!
Formatting Hard drive in HD Model VS

The hard drive comes in a caddy that the hard drive is mounted into with 4 screws. After updating, if needed and backups, power down the VS

1. Unplug the VS and touch a metal grounded piece of gear in the room to remove static electricity.

2. Remove the face plate by removing the 2 Phillips head screws, from front right side of the machine.

3. You can use a coin to unlock the caddy, straight up should be unlocked.

4. Slide the caddy out and carefully pop the top metal cover off and then remove the 4 screws on the sides of the hard drive with a #2 screw driver.

*Note: The metal cover may be on tight and may require a flathead screw driver to help pry it off, do not bend the cover.

5. Lift the drive out and remove the power and data cables. They can be in pretty tight so you may have to pull on them hard.

6. Check your new hard drive and make sure the jumper is set to MASTER before installing. Just follow these steps backwards to complete.

When done plug in the VS2480HD and power up. Check the small LCD for prompts, “Force Initialize” answer YES with the enter button the select drive IDE0, Physical Format ON, Surface Scan ON and use the “F” buttons under the VSs LCD to select 10GB Partitions and Format the new hard drive.
List of hard drives in a thread at VSlanet...

http://www.vsplanet.com/ubbthreads/ubbthreads.php?ubb=showflat&Number=677261&fpart=1
AND
http://www.vsplanet.com/ubbthreads/ubbthreads.php?ubb=showflat&Board=16&Number=976890&Searchpage=7&Main=47033&Words=Hard+drive&topic=0&Search=true#Post976890
AND

http://www.vsplanet.com/ubbthreads/ubbthreads.php?ubb=showflat&Board=16&Number=1029315&Searchpage=2&Main=97783&Words=Hard+Disk&topic=0&Search=true#Post1029315
*If you ever need to turn the hard drive off, say you are using the VS only as a control surface for a PC then click on Utility> System Parameter> Param 2> IDE  Drive> Select OFF. If you have a hard drive that refuses to spin up and on, check this parameter and make sure it’s ON.
NOTE: If you have a VS2480CD model VS, you can install a laptop DVD burner in place of the CD burner in your VS. The VS defaults the CD write speed at CD4x and DVD1x but here’s the catch. DVD2x is as fast as CD18x so DVD1x is equal to CD8x when it comes to burning backups. Also, DVDs hold 4.7GB of data, that’s 4700MBs and CDs only hold 700MBs so 5 or 6 CD backups will fit on one DVD in far less than half the time it takes to backup to CD. I recommend you do this your self and save hundreds of dollars compared to buying the VS2480DVD model or an external DVD burner. It takes about 30 minutes to change them out plus you will also know where the hard drive is and can change it on your own as well. Hard Drive specs: 7200RPM, 8MB Cache, ata/100 or 133 Interface. No SATAs! Download the “Converting the VS2480CD to VS2480DVD” PDF from this direct link and buy a Panasonic UJ-845-B Slot Loading DVD/CD Laptop Burner….  http://www.rolandvs2480.net/VS2480CD%20to%20vs2480DVD%20Conversion/Convert%20your%202480CD%20to%20a%202480DVD.htm
The UJ-85J REPLACES: UJ-811, UJ-811-B, UJ815, UJ-815, UJ-815-B; UJ825, UJ-825, UJ-825-B; UJ835, UJ-835, UJ-835-B, UJ845, UJ-845, UJ-845-B model DVD Burners that have worked and even the UJ-845-S or UJ-845S model has worked. I have not heard of the UJ-85J being tried out in a VS2480CD as of yet. Also, the Panasocic/Matshita UJ-845-B, UJ-850 and UJ-870 was used which shows up as UJ870QJ in the CD-R Write window! Arjan  van gog on VSP, used a UJ-875 BXM Master DVD Burner and it worked.

Link above is from Brett’s web site at this link… http://www.rolandvs2480.net/
You’ll be glad you installed a DVD Burner in your VS2480CD. If you need more help with it contact me at Fcgjabq@aol.com 

Also, the new VS2480DVD comes with the Matshita/Panasonic DVD-RAM UJ-840-S model burner.
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