VS & RPC-1 Card Setup                         By Frank Griffith
Hardware/tab on the RPC-1 card Master Clock = External

Multi/Track Driver Devices = Single and in sync

DMA Buffer size = 384

Tick Disable Control of... and the

Reset when Idle...   both boxes should be ticked.

Adjust nothing else in the other tabs.    Save these settings.

Sample Rate should equal the VS projects sample rate, 24bit/44.1K
Whatever sample rate & bit rate you need.

*The dip switch's on the card,  the switch closest to the R-Bus connection(the one on the left) should be UP and the one furthest away from the R-Bus connection (On the right) should be DOWN. To SLAVE the RPC-1 card to the VS flip them the opposite way.
 

VS UTILITY> Project Parameter page F3,

Set master Clock to INT.

Dither and Digital Copy Protect to OFF.

Leave R-Bus Coaxial Sel & R-Bus Optical alone.

 

UTILITY> SYNC Parameter>

Make sure Sync Mode is set to INT.

If you want to sync to MIDI Time code from the VS choose MTC in the R-BUS1 SYNC GEN.

Set your software to MTC as well.  And from where(Midi RPC-1). PC & VS will sync.

Now EZ-Routing>Set up RPC-1 Inputs & Outputs on the VS2480, R-Bus1 Inputs are attached to IN 17-24.

Under OUTPUT in EZ-Routing. R-Bus1 Outputs are paired in stereo Aux outputs 1-8. (You can connect the first 2 to MST if you want to send the stereo master bus to PC.)
Press IN 17-24 and press the CH-Edit button of IN 17 and select the CH-Link to link IN17 & 18 so they will pan automatically and set their faders to 0db

That's about it.
For setting up windows PC audio to be heard in the VS go to Start> Control Panel> Sounds & Audio Devices> select the Audio tab and use the drop down menus to select the RPC-1 card for playback.

SONAR 4

In Sonar Options> Audio...> General> I have my RPC-1 selected as Playback & Record Timing Master, bit depth 16 or you can use 24 with VS?

My buffer @ 4 and the slider set to “Fast.”
Advanced Tab> I/O Buffer at 64, Driver Mode=WDM/KS. Dithering= Pow-r3 & Full Chased Clock ticked.

Drivers Tab>

All Input and Output Drivers are highlighted.

Driver Profiles Tab> Roland RPC-1(10in, 8 out)

Stream 16bit Data As= 32Bit PCM left-justified.
*Some say you need the Sonar to be Master and the VS to be Slave to sync them both or the audio will glitch when recording.
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